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FIXING INSTRUCTIONS

VERSA-TILE SOLAR INLET TERMINAL

Not suitable for use with: Plain Tiles, Clay Single Pantiles, Forticrete Centurion, Goxhill Gaelic Tiles, Double Lap or
Interlocking Slates

1. Decide on a suitable position for the Versa-Tile 2. Fit the Versa-Tile in position and nail to the batten.
Solar Inlet Terminal between rafters and tiling battens.

Lay tiles up to the course below this position. Cut an X in
the underlay and fold flaps upwards and outwards. Make
a slit in the underlay above the tile batten, slide the
underlay protector under the batten and into the slit.

3. Lay the next course of tiles, overlapping the Versa- 4, Continue tiling in the normal way.

Tile on each side and compressing the foam filler. It may

be necessary to remove adjacent tile nibs to prevent tiles 5. Drill a hole in the front face of the terminal. Fit a
“kicking-up”. Fix adjacent tiles where necessary. gland / grommet into the hole, ensuring a watertight seal is

achieved between the two components.
For profiled tiles, ensure roof covering is clean, dry and
dust free. Remove protective backing and press the front Pipes / cables can be fed through into the roofspace.
AluFlash apron onto the tiles below to ensure a Ensure they pass through the hole in the underlay.
weatherproof junction.
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