W) wienerberger

Declaration of Performance
11.6.1.ah Issue 6

1 Product Name Protect Viking Air
) b ioti Protect Viking Air is beige in colour on upper and white on lower surface incorporating a meltblown fibre layer
escription and printed with product branding and batch numbering for identification.
3 Ir}tznded /Type Air and vapour permeable membrane for use in roof and wall constructions
of Use
Building Product Design Ltd, Plymouth Avenue, Brookhill Industrial Estate, Pinxton, Nottingham, NG16 6NS,
4 Manufacturer X .
United Kingdom
5 Distributor Richmond Gmbh, 8 Eduard Rhein Strasse, D-53639 Konigswinter, Germany
6 System of System 3
Assessment
; Performance to Notified Test Laboratory ID Number 1301 Technicky a skusobny ustav stavebny, n. o. Studena 3 82104
hEN BRATISLAVA Slovakia has undertaken type testing on the essential requirements listed in the hEN Clause ZA.4
3 Performance to Not applicable
ETA
Essential Characterisitics Declared Performance hEN
Weight (g/m?) 161 (-9.5)
Thickness (mm) 0.70 (-0.035)
Length (m) 50
Width (mm) (-0.5% / +1.5%) 1000 and 1500
Straightness <3mm deviation per 1m
Water Resistance unaged w1
Water Resistance aged w1
Y MD cD EN 13859-1 & 2:
c
g Tensile Strength unaged (N/50mm) 270 (-50) 235 (-30) 2010/2014
S )
9 “5 Tensile Strength aged (N/50mm) 240 (-40) 200 (-40) All performances
a
b Elongation unaged (%) 45 (+10)* 50 (+20)*
© ) quoted are to the relevant
g Elongation aged (%) 40 (+10)* 50 (+10)* standards contained
Tear Resistance (N) 190 (-70) 205 (-65) therein
* maximum values
Flexibility at low temperature (°C) -40
Air Permeability (m3/m2/hr @10Pa) 15
Air Permeability (m3/m?/hr @50Pa) 75
Water Vapour Resistance unaged (MNs/g) 0.04 (+0.005)
Water Vapour Resistance unaged (Sd (m)) 0.008 (+0.001)
Reaction to Fire NPD
Resistance to water penetration (cm) >80 EN ISO 20811
10 The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.
This declaration of performance is issued under the sole responsibility of the manufacturer in point 4.

Signed for and on behalf of the manufacturer by:

Name Richard Wells
Position Development Test Technician
Date 01 July 2026
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