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Declaration of Performance
11.6.1.l Issue 7
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0.62

0.0 m3/hr/m2 @ 50 Pa

EN 13859-2: 2010/2014                      

All performances 

quoted are to the 

relevant standards 

contained therein

 EN ISO 20811Resistance to water penetration

Flexibility at low temperature

Resistance to penetration of air

Reaction to Fire
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Tear Resistance

Tensile Strength unaged

Elongation aged (5000 hrs)

Elongation unaged

Tensile Strength aged (5000 hrs)

Emissivity of outer surface

Water Resistance unaged

Water Resistance aged (5000 hrs)

Water Vapour Resistance unaged

>200 cm

-40°C

45 (-10) % 57 (-10) %

≤0.55 MNs/g,      ≤0.11 sd(m)

Class E

175 (-30) N 215 (-30) N

Declared Performance

Weight

MD CD

180 (-10) gsm

65 (+10) % 65 (+10) %

200 (-20) N/50mm

180 (-20) N/50mm

200 (-20)N/50mm

195 (-20) N/50mm

Mick Hawley

Development Engineer

BPD Pinxton, NG16 6NS

Protect 5000 Facade   

Protect 5000 Façade W1 is a highly UV resistant black wall membrane for open cladding systems. Product also has integral 

adhesive tapes on top upper and bottom lower face    

Vapour permeable underlay  wall constructions.

W1

W1

Building Product Design Ltd, Plymouth Avenue, Brookhill Industrial Estate, Pinxton, Nottingham, NG16 6NS, United Kingdom

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.

This declaration of performance is issued under the sole responsibility of the manufacturer in point 4.

hEN

Richmond GmbH, Eduard-Rhein -Str. 8, D-53639, Konigswinter, Germany

System 3

Notified Test Laboratory ID Number 1301 Technicky a skusobny ustav stavebny, n. o. Studena 3 82104 BRATISLAVA Slovakia 

has undertaken type testing on the essential requirements listed in the hEN Clause ZA.4

Not applicable

Essential Characterisitics
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