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Ventilation below membrane 
(50 mm ventilation path)

25,000 mm²/m 
at eaves 

(low level)

AND

5,000 mm²/m 
at ridge 

(high level)

No ventilation 
   required**

Ventilation below 
membrane 

5,000 mm²/m 
at ridge 

(high level)

OR

3,000 mm²/m 
at eaves 

(low level)

Ventilation below 
membrane 

7,000 mm²/m 
at eaves 

(low level) 

Ventilation below 
membrane

10,000 mm²/m 
at eaves 

(low level) 

AND

5,000 mm²/m 
    at ridge*** 
(high level)

Warm roof 
(Insulation between rafters)

Vapour 
Impermeable 
Non-Breather 

Membrane (HR)

No 
 AVCL*

With 
 AVCL*

With 
 AVCL*

With 
 AVCL*

No 
 AVCL*

Vapour 
Permeable 
Breather 

Membrane (LR)

Air & Vapour 
Permeable 
Membrane 

(LR)

Air & Vapour 
Permeable 
Membrane 

(LR)

Vapour 
Permeable 
Breather 

Membrane (LR)

Vapour 
Impermeable 
Non-Breather 

Membrane (HR)

Cold roof 
(Insulation laid on ceiling)

Roof covering 
(Example: clay/concrete tiles, natural slate)

For further guidance please contact Glidevale Protect’s Technical team: technical@glidevaleprotect.com or call us on +44 (0)161 905 5700.
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ROOF COVERING PERMEABLE
VENTILATION GUIDANCE ACCORDING TO BS 5250

*  AVCL = Air & Vapour Control Layer.

**  As per NHBC guidance and relevant third party approval.

*** Only required if over 35° Pitch, over 10 m span or a monopitch / lean-to roof.


